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MODEL SSF-8SFP-2RJ45-1G
TP ports (RJ45) 2 x 10/100/1000Mbps w/Auto Uplink
SFP slots 8 x 100/1000

Network Protocols
IEEE 802.3 Ethernet Media Access Control Protocol
IEEE 802.3i 10BASE-T Ethernet
IEEE 802.3u 100BASE-TX Fast Ethernet
IEEE 802.3x 1000BASE-TX Fast Ethernet

Bandwidth 20Gpbs Full duplex
Packet Forward Rate 488000pps/port
MAC address table size 4K
Safety Present
Power input AC100 - 250V
Reverse Polarity 
Protection Yes

DATA PIN 1/2+ 3/6- , 4/5+ 7/8-

Network Media
10BASE-T: Cat3,4,5 UTP (≤100m)
100BASE-TX: Cat5 or later UTP (≤100m)
1000BASE-TX: Cat6 or later UTP (≤100m)

Network Protocols

IEEE 802.3 10BASE-T
IEEE 802.3i 100BASE-T
IEEE 802.3u 100BASE-TX/FX
IEEE 802.3AB 1000BASE-T
IEEE 802.3z 1000BASE-X
IEEE 802.3x 

Fiber Media Multimode: 550m-2Km
Single mode: 20/40/60/80/100/120Km

Operating Temp (°C) 0 ~ +55
Operating Humidity 5% ~ 90% RH without condensation
Storage Temp (°C) -20 ~ +70
Dimensions (mm) * 183 x 100 x 30
Weight (g) N.W. 0.477Kg  G.W: 1.1Kg
Warranty 2 years

* dimensions are taken with no SFPs inserted, nor power block connectors

Technical Specifications


